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About MacLIVE

Mac
VE

For 20 years, StarNet has been a leading provider of software to connect Windows PCs to Unix
and Linux systems. Over the past 10 years, an increasing number of engineers and other
computer users have been switching to Mac workstations. While many X applications have been
ported to Linux and can run locally on the workstation, Mac users also need to access other
applications. Those connections, especially VPN and other WAN connections, are just as
vulnerable to fatal network or power interrupts as connections from Macs.

First developed in 2008 for StarNet's X-Win32 Windows users, MacLIVE now offers Mac users
the same set of next-generation LIVE session capabilities when connecting to remote servers.



Installation and Registration

System Requirements

f  Mac OSX Leopard or Snow Leopard.
1 Xutilities installed.

Installation

1. Download the MacLIVE installation package
2. Double Click on the installer
3. Follow the instructions on the installer.

Uninstallation

1. Move the MacLIVE application to the Trash

Registering MacLIVE

Unregistered copies of MacLIVE run with limited functionality. Connections can be created
edited and launched and sessions can be created and edited. However Instances are disabled

until MacLIVE has been registered.

1. Launch MacLIVE

2. Select Help > Register to bring up the Registration dialog

800 Register a VN

VN Entry

Enter the VN you want to register in the field below.

VN: |12345-67890

[]1 want to register manually

_ Continue

A




Installation and Registration

Enter the license key in the VN field.
For users with a connection to the outside internet Press Next and skip to step 8.

For users without an outside internet connection select | want to register manually and
press Next

Copy the key and follow the instructions as stated on the form. Press Next
800 Register a VN

Manual Registration

Follow the instructions below to manually register your VN.

1) Wisit hiip /imgister anchomolt. comimgisterdegi7.php and enter the rgistretion key below.

BACTCVN1bms5dmFs -
ZTETMBEGA1UEChMKQWSja GOy U29mdDENMASGA1UECXMES2
V5czEoMCYGCSgGSIb3

DOEJARY ZY XNy ZWdpcARkkBhbmNob3Jzb 220LmNvb QI JAP+QSIB
Bt618MADGCS

SIb3DQEBAQUABIGAP/MPHpMXjaFz/wvw BriBxEVTEBvnJPEZnb
M8cQendspa2

DuuyzlJLLOWLToMNgA+dCpSVhCZnXGi7dnAGM9HgzB Vw vXFXTm0iB
Mowbi2+vSW

sqt2L00CE 7tAUrdaBacWuuV2+wa2mHisDgRikvIMw E9a Ujd2/oHj/6Sx
hjgwuQyJ )1
KoZlhweNAQcBMAoG CCqGSIb3DAMEgDh07vhKOOulmVBw OedjY
hPSOxhYLINivRKEP 1

( Co Back \ ( Continue )
P

Paste the response key which was attained from the website. Press Next
800 Register a VN

Manual Registration

Follow the instructions below to manually register your VN.
2) Enter the license key from the website into the box below.

LIE IMBEGATUEUNVALIVYDjE G Yy UZYMAUENVIASGATUEUXVIESZ |
V5czEoMCYGCSqGSIb3
DQEJARYZYXNyZWdpc3RkkBhbmNob3Jzb2Z0LmNvbQIlJAP+QSIB
Bi61BMADGCSqG

SIb3aDQEBAQUABIGAP//tPHpMXjaFz/wvw BiBxEVTsBvnJPEZnb
M3cQendSpa2
Duuyz|JLLOfvLToMgA+dCp5SVhCZnXG7dnAGMSOHgzB Vw v XFXTm|DiB
Meow bi2+vSW

sqt2LO0CE7tAUraBacWuuVa+wa2mHisDgRikvIMw E9aUjd2/oHj/i6Sx
higw uQYJ

KoZlhvecNAQcBMAoG CCqGSIb3aDAMEgDh07vhKOOulmVBw Ocd)Y
hPSOxhYUOjyRKEP £
hpliDicx4ADeZaU4K+NYd+kcNEHSIOpE7G +WIZI3g== v

_ Paste

( Co Back \ ( Continue )
i




MacLIVE

8. Press Done to complete registration

600

Register a VN

Automatic Registration

Please wait while we contact StarNet for a new license.

Success

Co Back ) Done )

2




LIVE Server Installation

Installation Options

The LIVE Server is available at the StarNet website:
LIVE Server 5.0: http://www.starnet.com/support/live/server.php?version=5.0
LIVE Server 6.0: http://www.starnet.com/support/live/server.php?version=6.0

For step by step instructions to install the LIVE Server, please refer to the System Specific
Installation Instructions in the LIVE Server Administrator's Guide. The LIVE Server is available
for Linux, Linux-64, Solaris, Solaris-x86, HPUX, and AlX.

Root Installations

If you are an administrator on the Linux machine on which you will install the Live Server, it is
recommended that you use the root installation. This will install using RPM (or other system
specific packages), which will automatically check dependencies, and install the server into the
place where all users can test it.

Non Root Installations

Individual users who do not have root access can still test the LIVE functionality by installing the
non-root package, which is a compressed tar file that will be installed in your home

directory. The Remote Server Interface Program of the LIVE Connection must be edited in order
to point to the the location of the LIVE Server Installation (rxlaunch sci5)

Post-Installation Testing

Ensure that sshd is installed on your remote system. You can test this out by running the
command: ssh localhost. If you can log in through localhost your system has ssh installed

To test if the LIVE Server was installed correctly, run the command as a non-root
user: rxlaunch sci5 (rxlaunch sci6 for version 6.0)

A message such as <?xml version="1.0" encoding="UTF-8"?><Messages should appear.

If no errors appear, the LIVE Server is running correctly. Otherwise, check to see that you have
met the system requirements for your Unix OS and have all the proper libraries installed.

Notes

The LIVE server starts automatically when a LIVE client connects. The LIVE client connects to
the LIVE server via SSH. The client runs the rxsci5 program, which in turn starts rxserver-bin, if
it isn't already running. Communication between the LIVE components on the server are through
files and named sockets in a directory named .nx-{-hostname} in your home directory, which is
created automatically. You do not need to start anything after installation. It will automatically exit
when you terminate your last running session. For security reasons, each user runs his own
instance of the LIVE server (rxserver-bin).



Running MacLIVE

MacLIVE creates sessions based on the LIVE protocol which allow session persistency. These
sessions can be suspended and resumed at a later time or terminated ending the session. The
LIVE Server runs on the remote host allowing the session to stay active even after the LIVE
client has disconnected.

The following Table Shows some of the advantages of LIVE Sessions.

Persistence Session persistency means that even though your connection has
disconnected from the host machine, the LIVE session is still actively running
on the host machine.

For example, you can start a long running compilation project through a LIVE
session, suspend the session, and reconnect at a later time when the
compilation has finished. With other connection methods closing the window
will automatically terminate your session requiring you to start the
compilation over from the beginning.

Mobility All LIVE Session are stored on the remote Unix machine. Users can
reconnect from any machine which has the LIVE client installed by simply
logging into the machine using LIVE. A user can even start his session on
the Unix machine, suspend it and reconnect to it from any machine running a
LIVE client.

Collaboration | Multiple users can now connect to the same LIVE session to work and
collaborate together at the same time. Users can choose to take control of
the desktop, or they can simply view the desktop itself.

Compression | LIVE Sessions use a special protocol which cuts down on the amount of
round trip X traffic thus increasing performance and lowering bandwidth.

LIVE sessions require the LIVE server component to be installed on the remote UNIX/Linux host
in order to function



Running MacLIVE

Launching MacLIVE

1. Open a Finder Window
2. Select Places > Applications
3. Select and Open MacLIVE

Creating Your First LIVE Session

1. Launch MacLIVE. The MacLIVE interface is shown below

800 MacLIVE
Connec tions Instances
B localhost: rxlaunch scis lin_v_J Status Starte: d LastSuspended | LastResume d Window Size
maclive@my.sample.com
[E2 Consol 9@ Running 3:22 AM 1024x768
5 Default @ Running 3:22 AM
€5 KDESe... @ Suspended 3:22 AM 3:22 AM 1024x768
@ Xtermr... @ Suspended 3:22 AM 3:22 AM

Sessions

'@ ﬁg |EE? \& \ﬁ%

Console-GN Default KDE Session My Gnome S. Xterm rootless

™
-

2 |

Select Connection > New

Create a New Connection (See Connections for details)

Double Click on the new connection to Connect to your remote system
Select Session > New

Create a New Session (See Sessions for details)

Double Click on the new session to launch an instance.

Instances can be suspended, resumed or terminated by selecting the option from the
Instance Menu (See Instances for details)

© N o gk wN

Exiting MacLIVE

Select File > Close to exit MacLIVE. All connections will be disconnected and all running
Instances will be Suspended



Connections

In order to run a LIVE Session, a connection must first be made to the LIVE Server. The LIVE
Server component must be installed on a remote Linux or Unix system

Connections

Bl localhost: rxlaunch scis
maclive@my.sample.com

Connection Menu

New E

Edit

Delete

Disconnect

Show Log
Menu Item Description
New Create a new Connection
Edit Edit the currently selected Connection
Delete Delete the currently selected Connection
Connect Connect to the currently selected Connection

Disconnect Disconnect from the currently Selected Connection

Show Log Show the Connection dialog of the Connection




Connections

Launching Connections

Double click on a Connection to Launch the Connection. The running instances will be
displayed in the Instance Browser, while the currently defined sessions will be displayed in the
Session Browser.

Disconnecting

Right click on the Connection and select Disconnect to close the connection
Connection Methods

There are several methods to connect to a local or remote LIVE Server
SSH

Connect to a remote Linux system using the SSH protocol. On most modern Linux systems
SSH is enabled by default.

Property Description
Host The remote host or IP address where the LIVE Server is located
Port The port that the remote host is listening on. The default value is the well

known port number of the specified protocol. Only change this number if you
know that the remote host is listening on a different port for your connection.

Login The username on the remote system

Speed The Connection Speed for the LIVE Server which optimizes the
graphical/compression settings of LIVE sessions according to the type of
Network connection used. Change the option according to the speed of your
network.

Encrypt All  Enable SSH tunnelling. Check this option if you want to encrypt your
Traffic DISPLAY encrypted through ssh. This is often needed when connecting
through a firewall as the ssh port may be the only port open to the outside.

SCI Remote Server Interface Program (rxlaunch sci5). This is the launcher
program used to start the LIVE Server. If installed as root, or if rxlaunch is
located in your system $PATH variable, this property does not need to be




























